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55’’ Full HD UNB Video Wall Monitor

VW-F551

DIMENSIONS

•	 Ultra narrow bezel for seamless viewing (3.6mm bezel-to-bezel)

•	 Full HD resolution (1920 x 1080)

•	 VESA-compliant mounting

•	 Clear motion display with S-IPS panel

•	 Anti-glare coating

•	 Wide viewing angle (178°)

•	 Lifetime up to 60,000 hours

•	 Low power consumption

•	 HDMI / DP / VGA / DVI / BNC / RS232
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Screen Size 55”

Active Display Area 1209.6mm (H) x 680.4mm (V)

Resolution Full HD (1920 x 1080)

Panel Technology In-plane Switching

Anti-glare Yes

Pixel Pitch 0.63mm (H) x 0.63mm (V)

Brightness 500 cd/m2

Contrast Ratio 1400:1

Aspect Ratio 16:9

Viewing Angle (H / V) 178° / 178°

Display Color 1.06 Billion

Response Time 12ms

Refresh Rate 60Hz

INTERFACE

HDMI In 1

Display Port 1 (1.1a Ver.) Input / 1 (1.1a Ver.) Output

VGA In 1

DVI In 1

Audio Input -

Audio Output -

BNC Video In 1

RS232 1

GENERAL

Outline Dimensions (W x H x D)
1213.4mm x 684.2mm x 86mm 
(47.7” x 26.9” x 3.3”)

Bezel 3.6mm Bezel-to-Bezel-

Net Weight 24kg (52.9lb)

Material / Color Metal / Black

Warranty - Parts / Labor 3 Year / 3 Year

MTBF 60,000 Hours

Power Supply AC 110 ~ 127V 50/60Hz, 220 ~ 240 50/60Hz

Power Consumption 240W

Power Savings (DPMS) Yes

Operating Temperature 5°C ~ 35°C (41°F ~ 95°F)

Storage Temperature 0°C ~ 40°C (32°F ~ 104°F)

Built-in Speakers -

Remote Control Yes

VESA Mount Size 600mm x 400mm / M8 Screw

EXTERNAL CONTROLS

IR Sensor (For Remote Control) Built-in

Serial In / Out RS232-C Daisy Chain

USB For Firmware Update


