
Single Display Client

Quad Display Client

DH-NUC-01

DH-NUC-02

ㆍIntel® Celeron™ Processor
ㆍWindows Embedded 7 Operating System
ㆍSingle display capability 
ㆍSupports HDMI video output
ㆍClient software included
ㆍVESA mounting bracket included
ㆍStunningly small form factor

ㆍIntel® Core™ i3 Processor
ㆍWindows Embedded 7 Operating System
ㆍDual display capability 
ㆍSupports HDMI video output
ㆍClient software included
ㆍVESA mounting bracket included
ㆍStunningly small form factor

KEY FEATURES

KEY FEATURES

SPECIFICATIONS

SPECIFICATIONS

HARDWARE
Processor Intel® Celeron™ Processor 847 (1.10 GHz, 2MB Cache)
Chipset Intel® QS77 Express Chipset
Graphics Intel® HD Graphics
Connectivity 10/100/1000 Network Connection
HDD 30GB SSD mSATA
RAM Memory 4GB
Audio Intel® High Defenition Audio
Video Out HDMI
Operating System Windows Embedded 7
GENERAL
Dimension (W x H x D) 116.6mm x 112mm x 39mm
Working Temperature 0℃ ~ 50℃
Power Input DC 19V
Power Consumption 65W

HARDWARE
Processor Intel® Core™ i3 3217U Processor (1.8 GHz, 3MB Cache)
Chipset Intel® QS77 Express Chipset
Graphics Intel® HD Graphics 4000
Connectivity 10/100/1000 Network Connection
HDD 30GB SSD mSATA
RAM Memory 8GB
Audio Intel® High Defenition Audio
Video Out HDMI
Operating System Windows Embedded 7
GENERAL
Dimension (W x H x D) 116.6mm x 112mm x 39mm
Working Temperature 0℃ ~ 50℃
Power Input DC 19V
Power Consumption 65W



Multi Display Client

DH-NUC-03

ㆍIntel® Core™ i5 Processor
ㆍWindows Embedded 7 Operating System
ㆍTriple display capability 
ㆍSupports HDMI and Mini DisplayPort video output
ㆍClient software included
ㆍVESA mounting bracket included
ㆍStunningly small form factor

KEY FEATURES SPECIFICATIONS

HARDWARE
Processor Intel® Core™ i5 3427U Processor (1.8~2.8 GHz, 3MB Cache)
Chipset Intel® QS77 Express Chipset
Graphics Intel® HD Graphics 4000
Connectivity 10/100/1000 Network Connection
HDD 30GB SSD mSATA
RAM Memory 8GB
Audio Intel® High Defenition Audio
Video Out HDMI, Mini DisplayPort
Operating System Windows Embedded 7
GENERAL
Dimension (W x H x D) 116.6mm x 112mm x 39mm
Working Temperature 0℃ ~ 50℃
Power Input DC 19V
Power Consumption 65W


